DYNEEMA™ SK75 12-STRAND
BRAIDED PRE-LINES

With almost no stretch and a urethane coating
for extra abrasion resistance. It's easy to splice
and there is no need to sleeve. 7/64" may be
used as leader lines; 1/4" makes a good chicken
loop line. Gray. Sold per foot.

39-2328  2mmGray  $.40/ft

39-2328BL 2mm Blue ~ $.40/ft
39-2328RD 2mmRed  $.40/ft

39-2329  3mmGray $.65/ft

39-2329BL 3mm Blue ~ $.65/ft
39-2329RD 3mmRed  $.65/ft

39-2331  SmmGray  $1.06/ft

39-2332  6mmGray $1.60/ft
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SLINGSHOT PIGTAILS

Replacement pigtails with foolproof connections
help prevent wear and tear on your lark's heads.
Easy to pull off, saving teeth and nails. Set of 4.

54-6013  Kite  $15.00
54-6014  Line/Bar (shown) ~ $15.00
HOOK KNIFE WITH HANDLE

Da Kine's anodized aluminum knife has a stainless steel “protected”

blade for cutting lines in an emergency.
32-1040  $8.00

PROKITESURF LINE SET

Four equal-length, 650 Ib. load bearing white
Spectra lines feature T white, 1red and 2 gray
kook-proof larks head loops..

54-4410  $99.00

HQ LINE SETS

HQ's economical line sets have four lengths of
kook-proof colored 600-pound line on a plastic
winder.
54-3502
54-3503

600# 4x22m Colored  $89.99
600# 4x25m Colored $94.99
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LINE LENGTH TIPS

For example:

10 meter kite + 25 meter lines = 9 meter kite
10 meter kite + 28 meter lines = 10 meter kite
10 meter kite -+ 31 meter lines = 11 meter kite )
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5-10 meter lines allow you to fly your full-size kite as a trainer.
15-25 meter lines are recomended for wave riding.
304 meter lines are recommended only for advanced kiters.

Tie a double overhand knot on each end of the line.
This information and more valuable tips are found in Secrets of Kiteboarding.

Change the size of your kite with the length of your kite lines.
Shorter lines effectively reduce the size of your kite and increase the kite's responsiveness.
As a general rule, 3 meters of kite line = 1 meter of kite.

Double
Overhand Knot

Photo courtesy of HQ Kites

A. Q-LEADERLINE 75'

These “extension” lines for your kite bar use a
linear Spectra fiber core just like the Q-Power-
Line. However, they have an overbraid which is
made from encapsulated Spectra fiber,
providing protecton for both the rider and the
line. Highly visible black and yellow overbraid.
1500 Ib. (680 kg), 75 ft (23 m) spool.

61-0223  $67.00

B. Q-POWERLINE PRO

The latest advancement in kitesurfing line
technology, with a thinner, stronger Spectra fiber
to further improve the time-proven features of
Q-PowerLine. Pro is now 30% thinner than stan-
dard Q-PowerLine for even lower drag. Itis more
stretch-resistant, with stronger impact strength,
asmoother “hand” to make it much more kink-
resistant, and it features a new surface treatment
for a more slippery finish, allowing more wraps
without binding. It has 10 times the resistance to
tangles, a tight overbraid to keep out damaging
sand particles, a linear core for the lowest stretch
possible, much longer life than braided lines, no
requirement for sleeving, a round cross-section
for lower drag than “thinner” flat braided lines,
high-visibility safety coating, and 100% pure
Spectra construction for flotation. Bulk spools.

61-0276-1 Q-Pro 600# 5001t (152m)
White  $180.00

61-0276-2 Q-Pro 600# 5001t (152m)
Yellow  $180.00

61-0276-3 Q-Pro 600# 5001t (152m)

Orange  $180.00

CREATE AND CUSTOMIZE YOUR
OWN Q-LINE KITE LINES

Note: Only Q-Line & Q-Line Pro do not need
sheathed loop ends.

1. Decide what length line you want.

2. Measure and cut 4 lengths of line about a
foot longer than the line length desired.

3. Tie an overhand knot onto the end of each
of your lines to create your larks heads.

4. Attach all the larks heads to a nail so that
all lines will be the same length.

5. Walk your lines to the desired length.

6. Mark your lines with a pen at the exact
length you want. Make sure to have about
4inches of extra line beyond the mark to
tie your knot. Center the pen mark in the
knot.

7. Pigtails can be used to color code your at-
tachment points and reduce wear on your
larks heads.

Q.PowerlLine

C. Q-POWERLINE BULK LINE
Q-PowerLine represents over 5 years of research
and development to engineer the ultimate line
specifically for traction kiting applications. The
unique cored construction utilizes continuous
linear strands of very high tenacity Spectra 2000”
fiber encased in an extremely tight braided
Spectra 20007 sheath. The resulting line exhibits
the ideal characteristics for traction kiting: almost
zero stretch means minimal length adjustments
and incredible kite “feel” when flying; no
required sleeving makes it easy to produce

your own custom sets; self-Iubrication ensures
minimal friction during line wraps; a round
cross-section minimizes parasitic wind-drag,
increasing both the kite's forward speed and
response to pilot input; a tight external braid
reduces dirt abrasion; and a higher modulus
(stiffness) than traditional lines almost totally
eliminates line tendency to tangle. Proprietary
coating technology allows production of
hi-visibility safety lines in fluorescent yellow
and orange with even coatings that resist the
tendency to fade and rub off.

61-0235-2 300# 10001t YL

$120.00 CLOSEOUT
61-0235-3 300# 10001t OR

$120.00 CLOSEOUT
61-0266-1 600# 5001t WH $120.00
61-0266-2 600# 5001t YL $§120.00
61-0266-3 600# 5001t OR $120.00

Mhen cutting line, apply super glue to
line and let dry BEFORE cutting. Thisis a

good trick for keeping cuts neat.

Photo courtesy of Eric Marchand



